
Key Benefits 
 
 Highly Cost Effective 
 
 Reliable electromagnetic 

locking mechanism 
 
 Mechanical tripod with 

compact footprint 
 
 Rugged black epoxy powder 

coat paint finish  
 
 Up to 700,000 turns in between 

maintenance visits 
 
 Drop Arm Option for 

Emergency Egress 
 
 Integrates with most Ticketing  

and Access Control Systems 
 
 Applications 

Schools, Sports Stadia, Leisure Clubs,          
Manufacturing Plants, Offices, 

Centurion TriPod 100 

The Centurion TriPod 100 
The Centurion TriPod 100turnstile is an extremely cost effective means of controlling access in and out of a facility. The Centurion TriPod 
combines a highly reliable mechanical mechanism with a choice of aesthetic designs making it ideal for applications such as reception 
areas in office buildings and leisure clubs as well as museum, transport and stadia applications.  
 

Aesthetics 
The Centurion Tripod is designed to be installed both indoors and outdoors under protective cover.  It is available in either a carbon steel 
with a black epoxy powder coat paint finish or brushed stainless steel finish as an option . The decorative tops are available in high impact 
plastic with a black, green or burgundy finish.  
 

Reliable 
With over 10,000 units installed around the world the Centurion TriPod has a proven track record of reliability in a wide range of high 
throughput applications. At the heart of the turnstile is a mechanism that only requires maintenance every 700,000 turns. This is achieved 
by a combination electro-magnets, as opposed to solenoids, alongside optical sensors to generate the rotation signals thereby minimising 
any potential mechanical wear and giving greater long term reliability.  

www.entrancecontrol.com.au Setting New Standards in Entrance Control 

http://www.entrancecontrol.com.au/


 
 
 

For more information contact CENTAMAN Systems. 
Head Office Sydney 127 Alexander St, Crows Nest NSW 2065, Australia Tel +61 2 9906 7522 
Email turnstiles@centaman.com.au Web www.centaman.com.au 
Melbourne +61 3 9530 6830 Perth +61 8 9345 3599 Brisbane +61 7 3852 2535 New Zealand + 64 9 579 4600  

Specifications subject to change without prior notice 

About 

CENTAMAN 
/9b¢!a!b {ȅǎǘŜƳǎ tǘȅ ƛǎ ǘƘŜ ŜȄŎƭǳǎƛǾŜ ŘƛǎǘǊƛōǳǘƻǊ ŦƻǊ ǎƻƳŜ ƻŦ ǘƘŜ ǿƻǊƭŘΩǎ Ƴƻǎǘ ǇǊŜǎǘƛƎƛƻǳǎ ŜƴǘǊŀƴŎŜ ŎƻƴǘǊƻƭ ōǊŀƴŘǎ ǘƘŀǘ ŀǊŜ ǳsed 
to protect leading corporations, governments, leisure and education facilities as well as retailers around the globe. The products 
highlighted here are some of the key products that make up the CENTAMAN portfolio of entrance control solutions. 
 
CENTAMAN Systems Pty Limited (ACN 050 855 582) is 100% Australian owned and has been trading since 1991 supplying, developing 
and supporting both entrance control systems and ticketing and venue management software in Australia and Worldwide to the 
Leisure, Tourism, Education, Corporate office and Government markets. 
 
CENTAMAN employs over 40 staff and operates 5 offices throughout Australia and New Zealand. Each office maintains its own 
technicians who are trained to support, install and maintain our complete range of products. Additionally sales teams are on hand to 
provide detailed product information and pricing. This enables CENTAMAN to successfully manage, implement and maintain your 
project, no matter how large or small, at a local level. 
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Specification 

Dimensions 
Standard: 210mm(L) x 970mm(W) x 1000mm(H) 
Lane width 450τ500mm  

Electrical 
Power Supply                                 Mains 
Electromagnet supply voltage   12 V and 2 A 

Sensor supply voltage                  5 V and 0.5 A 

Operation 
Mode                           : Fail Secure (Fail Safe Option) 
Control                        : Card In / Card Out 
                 Card In / No Exit 
                 Option Card In / Free Exit 
                 Locked 
                 Free Wheel 

Packaging 
Height: 103 cm  
Width: 27 cm  
Depth: 55 cm 
Gross Weight 
37 kg (+ 2 kg of packaging) 

Options 
 Drop Arm 

 Traffic Lights 

 Stainless Steel Finish 

 Visitor Card Return 

 Power Supply 

 Card Reader Mounting Options 

 Counter 

Integration 
The turnstile is controlled via a logic unit. The standard features are as follows: 

 One Input for entry (Normally Open or Closed Contact) 

 One Input for exit (Normally Open or Closed Contact) 

 One Output for entry (Normally Open or Closed Relay) 

 One Output for exit (Normally Open or Closed Relay) 

 Adjustable time out  
 
Please refer to the manual for further information 
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